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GV30 VALVE and KNOB VERSIONS

GV30 Series
Combination Gas Control Valves

Operating Knob:  Standard
Temperature Knob:  Standard

Operating Knob:  High
Temperature Knob:  D-Stem (custom)

Operating Knob:  D-Stem (custom)
Temperature Knob:  D-Stem (custom)

¡	Piezo ignition ¡	Piezo ignition
¡	Standard operating knob high
¡		Temperature knob D-Stem (standard) 

(Ø 8.0)

¡	Piezo ignition
¡		Operating knob high (shortened)  

with D-Stem (Ø 6.0 mm)
¡		Temperature knob D-Stem (standard) 

(Ø 8.0) 

¡	Piezo ignition
¡	with cover

¡	Electrical ignition
¡	Standard operating knob high
¡		Temperature knob D-Stem (standard) 

(Ø 8.0)

¡	Electrical ignition
¡		Operating knob high (shortened)  

with D-Stem (Ø 6.0 mm)
¡		Temperature knob D-Stem (standard) 

(Ø 8.0) 

52 mm

38
.8

 m
m

19
,5

 m
m

63
 m

m

39
,5

 m
m

52 mm

42
,1

 m
m

39
,5

 m
m

52 mm



SENTRY GS – EXCESS FLOW VALVES FOR GAS SERVICE LINESGV30 SERIES – COMBINATION GAS CONTROL VALVES
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Maxitrol GmbH & Co. KG
Warnstedter Str. 3 | 06502 Thale

Tel.: (+49) 3947 400-0
Fax: (+49) 3947 400-200

infoEU@maxitrol.com
www.maxitrol.com

Operating Knob:  Standard
Temperature Knob:  Standard

Operating Knob:  High
Temperature Knob:  D-Stem (custom)

Operating Knob:  D-Stem (custom)
Temperature Knob:  D-Stem (custom)

All models are available without ignition for the use with a separate ignition device.

Illustrations are for example only and may vary depending on the configuration.


