INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

10-BUTTON HANDSET OPERATION ONLY
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Figure 22: Symax Handset Display

CIRCULATING FAN OPERATION
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Circulating fan has 4 speed levels from
low (1 bar) to high (4 bars).

ON/SETTING:
1. Press button and hold until 2
flashes.

2. Press @ button to increase fan speed
and @ button to decrease fan speed.

3. To confirm setting either press () but-
ton or wait (‘2 displayed).

®®©
® @ @)
© >
«© 0

OFF:
*Press @ button until all 4 speed level
bars disappear.

NOTE: SETTING only. If the fan was not switched OFF after
last use, it starts automatically 4 minutes after ignition
at maximum speed and goes to the last set level after
10 seconds. The fan stops 10 minutes after the gas is
OFF or at pilot.
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LIGHT/DIMMER OPERATION

ON:
* Press (®) button (® is displayed).
= Light is ON at preset level.

OFF:
= Press (#) button (? disappears).

SETTING:
1. Press () button and hold until ? flashes.
2. To adjust light between 20...100%

press (A) or (¥) button.
3. To confirm setting either press (®) but-
ton or wait (? is displayed).

NOTE: The Light works independently of the pilot flame. If you
want the light ON but no flame, press (#) button.

© 2026 Maxitrol GmbH & Co. KG, All Rights Reserved
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INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

MYFIRE PUCK HANDSET

TECHNICAL DATA

AMBIENT TEMPERATURE RANGE
CSA: 32°Fto 131°F
CE, AGA: 0°Cto55°C

RADIO FREQUENCY
CSA: 918.0MHz for U.S. (FCC), Canada (ISED), (myfire
Puck™, receiver)
CE: 868.1MHz for Europe (myfire Puck™, receiver)
AGA: 918.0 MHz for New Zealand (RNZ) and Australia (ACMA)
(handset, receiver)
(see radio frequency information on page 4.)

POWER SUPPLY
Handset: 2x AAA; 1.5V (quality alkaline recommended)

NOTICE

= Wiring of control and receiver must be completed before start-
ing ignition. Failure to do so could damage the electronics.

= The handsets and receivers are not interchangeable with
previous electronics G6R and B6R-R8(9)U(T).

To avoid damaging the electronics, do NOT use metal tools to
remove the batteries from the handset/receiver.

= Without using a mains adapter, battery replacement is recom-
mended at the beginning of each heating season.

= Old or dead batteries should be removed immediately. If left
in the unit the batteries can overheat, leak, and/or explode.

= Do NOT expose batteries (including during storage) to direct
sunlight, excessive heat, fire, moisture, or severe impact. Each
of these conditions can cause the batteries to overheat, leak,
and/or explode.

= Batteries must be kept within their recommended temperature
limits (ambient battery temperature range: 32°F to 131°F/
0°C to 55°C).

= New and old batteries and different brands of batteries should
not be used together. Mixing of various batteries can cause
the batteries to overheat, leak, and/or explode.

ON/OFF --==--=-- 7 L

Down /LO -=--=---~

Figure 23: myfire Puck buttons

SYNCHRONIZATION RECEIVER/MYFIRE PUCK™ HANDSET

NOTICE

See page 7 for more information about synchronization between

receiver and myfire Puck™.

MODES OF OPERATION

When pilot ignition is confirmed, motor turns automatically to
maximum flame height.

TURN FIRE ON AND OFF

= Press and hold the ® button until two short
beeps confirms the start sequence has be-
gun; release button.

= Main gas flows once pilot ignition is confirmed.

= Press and hold the ® button to turn OFF.

If the pilot does not stay lit after several tries, turn the main valve
knob to OFF and follow the instructions “TURN OFF GAS TO
APPLIANCE” (see page 10).

STANDBY MODE (PILOT FLAME)

= Press and hold the “~” button to set appli-
ance to pilot flame

FLAME HEIGHT ADJUSTMENT

= To increase flame height press and hold “+”
button.

= To decrease flame height or to set appliance
to pilot flame, press and hold “~” button.

DESIGNATED LOW FIRE AND HIGH FIRE
= To go to hi fire, double-click “+” button.
= To go to low fire, double-click “=” button.

NOTE: Flame goes to high fire first before go-
ing to low fire.

2"° BURNER FUNCTION
= ON: Press ® and “+” button.
= OFF: Press ® and “=” button.

The latching solenoid valve will open automati-
cally after ignition or after switching the system
off. The maximum flow of gas is supplied to both
burners assisting with the ignition process. After
pressing the buttons for the 2nd Burner func-
tion, the motor will turn in the ON direction until
the max. position is reached.

A latching solenoid with reverse polarity and reverse operation
is available as an option. Contact Maxitrol for more information.

NOTE: The latching solenoid valve cannot operate manually. If the
receiver battery runs down it will remain in the last operating
position. This does not affect the safety of the product.

If the appliance will not operate, follow the instructions “TURN
OFF GAS TO APPLIANCE” (see page 10).
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INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

MYFIRE WI-FI BOX

The following information concerns the latest generation Wi-Fi
Box type B6R-W3.

TECHNICAL DATA

AMBIENT TEMPERATURE RANGE
32°Fto 176°F/0°C to 80°C

RADIO FREQUENCY
2.4 GHz (see radio frequency information on page 4.)

POWER SUPPLY
6V DC powered by the receiver

WIRELESS COMMUNICATION
= WPAZ2 authentication
= AES 256-bit encryption security
= Compatible with IEEE 802.11 b/g/n
= Bluetooth LE v5.0 Class 1

LED RGB CONTROL OUTPUT
Phoenix, 3 pol, MC 1.5/3-ST-3.5, 5VDC - 24VDC/5A

LED RGB EXTERNAL POWER INPUT
Phoenix, 2 pol, MC 1.5/2-ST-3.5, 5V DC - 24VDC/5A

APPROVALS/SDOC
Europe (CE), U.S. (FCC), Canada (ISED), New Zealand
(RNZ), Australia (ACMA), AGA

MODES OF OPERATION

The myfire Wi-Fi Box communicates with a home network (Wi-Fi
Router) over a wireless signal. For initial setup make sure Blue-
tooth and Wi-Fi are turned ON in Settings of your smart device.

1. The myfire Wi-Fi Box must be wired to the receiver according to
the myfire App setup diagram (see figure 34, page 28).

2.Connect receiver to mains power. The myfire Wi-Fi Box start
with the Access Point Mode (green/blue LED blinking). Go to
“myfire App setup” (see page 21).

MINIMUM REQUIREMENT FOR WI-FI ROUTER

= |IEEE 802.11n/g/b compatibility

= WPA2 encryption

= Radio frequency: 2.4 GHz band

= Wireless auto channel: Automated search for WLAN radio
channel free of interference

MINIMUM REQUIREMENT SMART DEVICE:
= iOS 15.0 or Android 10.0

Receiver WLAN RGB 1 RGB 2
LED1 LED2 . RGB

P : Power Input : Receiver cable

Reset button (Use paper clip to push button)

Figure 24: myfire Wi-Fi Box (B6R-W3...)
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Do not connect the combination gas control to the LED ports
of the myfire Wi-Fi box.

LED INDICATION ON MYFIRE WI-FI BOX (see figure 24)
2 RGB LEDs:

Label LED Status
Green Connected to receiver.
Receiver LED 1 | Red No data transfer between receiver and Wi-Fi Box.
Off Standby mode is active or no Power supply.
Green Wi-Fi connection is safe.
Blue/Green Access point mode (AP mode) is active.
WLANLED 2 | blinking
Red Connection to home network (Wi-Fi Router) failed.
Off Standby mode is active or no power supply.

RESET STATUS ON MYFIRE WI-FI BOX:

Press Reset LED Function
Button
Power-On- WLAN LED 2 | If no network is set, the AP Mode will be activated
Reset or flashes red, for 2 hours. When the network isn't set after 2
1-sec-Reset green and hours, the Wi-Fi Box will go to Standby Mode.
blue Once a network is set, the Wi-Fi Box will connect
directly.
7 secs RECEIVER Removes the Wi-Fi settings and turns on the
LED 1 flashes | Access point mode (AP mode) for 2 hours.
every 500 ms
in blue
20 secs RECEIVER Erases all Setup Data including Wi-Fi settings.
LED 1 flashes | The AP-Mode will be activated for 2 hours.
every 50 ms
in blue

NOTICE

= A Symax handset or myfire Puck™ must be used to achieve
full functionality.

= If mains power is lost, disconnect the myfire Wi-Fi Box from
the receiver. This will prevent receiver batteries from being
drained quickly.

= If no network is configured, the myfire Wi-Fi Box will leave the
Access Point Mode (AP Mode) after 2 hours.

= If you have multiple fireplaces using myfire Wi-Fi Boxes, the
minimum distance between the myfire Wi-Fi Boxes must be 60
cm (2'). Ashorter distance may interfere with the data transfer.

To reset the myfire Wi-Fi Box, press and hold the reset button
for 7 seconds. This is required after replacing the Router or if
the Router password was entered incorrectly.

© 2026 Maxitrol GmbH & Co. KG, All Rights Reserved
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INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

RGB LEDs AND LED DRIVER FOR MYFIRE WI-FI BOX (B6R-W3...)

TECHNICAL DATA

RGB LED WORKING VOLTAGE RANGE
5-24VDC

SUPPORTED RGB LED COUNT PER RGB-CHANNEL
300

MAXIMUM CABLE LENGTH WI-FI BOX TO LED-STRIPE
2 meters

LED outputs support the requirements of WORLDSEMI WS28xx
RGB controller family.

REQUIREMENTS FOR EXTERNAL LED DRIVER

The LED Driver has to be selected according the voltage and
required current consumption of the RGB-LEDs. There are two
different possibilities to connect them:

Direct connection via Wi-Fi Box (<5A):

= 5-24 VDC/max. 5A on LED RGB external power input

= The power has to be connected to the LED RGB external power
input of the Wi-Fi Box. (see figure 25)

Indirect connection (>5A)

= 5-24 VDC direct from the LED driver to the LEDs

= Connection of data output (DO) and ground (GND) from the
LED RGB control output of the Wi-Fi Box to the RGB LEDs
(see figure 26).

NOTICE

= There is no standard for RGB LED controller. Therefore, the
RGB LEDs or RGB LED-stripes have to be tested for func-
tionality. The color sequence can be different from the RGB,
e.g. GRB. The sequence can be adjusted in the myfire App.

= The Wi-Fi Box is designed in compliance with all requirements
of the EMC-directive 2014/30/EU and FCC/ISED requirements.
Third party devices and the wiring can change the electromag-
netic compatibility behavior. It is the OEM's responsibility to
have the appliance approved in compliance with all required
standards and laws.

= Electrical wiring must be designed in compliance with the
power consumption and supplier recommendation of RGB-
LED's. At a minimum of 24 VDC/5A a cross section of 0.5
mm?AWG 20 is recommended, for data wires flexible wires
are recommended. All wires should have UL conformity and
temperature rating accordingly.

= The third-party LED installation, including LED drivers, cabling
and RGB LEDs must be isolated from the metal parts of the
gas appliance and the fireplace. Otherwise the electronics
may malfunction.

LED-Treiber/ Transformator
5V-24VDC/<5A
WS2811/12 Standard

’ \
1 1
1 too- 1
1 RGB Stromaufnahme |
! 1
! 1
1 1
\

Figure 25: LED setup 1 (Direct connection)

LED Driver/ Transformer
5V-24VDC/>5A
WS2811/12 Standard

’
1

. -

1 RGB Power Input
1

1

1

\

Figure 26: LED setup 2 (Indirect connection)
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INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

MYFIRE APP SETUP

Please refer to the separate document: myfire - Initial App
Setup at www.myfireapp.com.

This document contains all current information regarding:
= App installation

= Registration and login

= Wi-Fi and Bluetooth connection

= App operation and synchronization

Figure 27: App connected (in Thermostatic Mode)

It is the responsibility of the OEM to consider the following:

= The location of the GV60 system components will significantly
effect the radio signal strength.

= The type of materials (e.g. sheet metal) used in the construction of
the gas fireplace will significantly effect the radio signal strength.

= Operate the system with a dedicated mains power supply
and/or batteries.

= Do not use near household electrical wiring and/or magnetic
fields.

= Other transmitters using the same signal will negatively affect
the radio signal strength.

= Adjustment of the wired antenna on the receiver can improve
signal strength.

= Do not store or locate the GV60 system components in a hot,
cold, or humid environment.
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FOR OEM USE ONLY

INSTALLATION AND OPERATING INSTRUCTIONS

WIRING DIAGRAMS
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FOR OEM USE ONLY

INSTALLATION AND OPERATING INSTRUCTIONS

BASIC — WITH LATCHING SOLENOID (MODULATING)
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FOR OEM USE ONLY

INSTALLATION AND OPERATING INSTRUCTIONS

BASIC — WITH LATCHING SOLENOID (NON MODULATING)
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FOR OEM USE ONLY

INSTALLATION AND OPERATING INSTRUCTIONS

FAN, LIGHT/DIMMER, 2"° BURNER FUNCTION

‘paniasay SIYBIY IV ‘DX "00 B HAWD [0XBN 9Z0Z @

‘uonewIoUl
2I0W JO} |OL)IXE]\ 10BIUOD

‘uondo ue se a|qejieAe
sl uonelado asianal
pue Ajejod asianal

usm prousjos Buyole| v

""09S"A\D
aAleA plousjog Buiyole

TTAGD-H9D
19A1929Y-3|NPOIN A @]9eD

1
[}
'
)
[}
v
[}
[}
[}
[}
[}
[}
[}
[}

"09AN9 |ouod
seo) uoneuIquo)

‘pabewep aq Aew }1 }09dsns NOA JI 8jnpow 8y} 8sn Jou o =

‘Ue|DIUYD9) 92IAIBS paoualadxae ‘paulel; e Aq pawlopad g jsnw uole|jeisul pue 99IAI9S "Suol}
-e|nBal |eao] pue sapod |je yum aoueldwod ul pajesado pue padim Ajjeduos|d ag }snw [0J3U0D SIY] =

“91| Jo ss0] Jo ‘Aunful

|leuosiad ‘ebewep Auadoid ul }nsal piNod WY} MOJ||0} 0} dinjieH "A||njoied SUOooNJISUl 8Say}) peay =

QYVZVH MOOHS J1112313

"9|NPOW 8U}) 8IN03S 0} SMAIOS |\ Ajuo asn

'$9|0Y MalI0s pa||lp-a1d om) 8y} BIA S[Npow 8y} 81noas 0} (papiaold Jou) smalos i\ uaybi puey

.- b¥0¥-10-6€ XS0

.

(OV ‘A 0E£Z/GLL)
Jamod sule|y

NEANNG-H9O 3INPOIN A

NEAVIE-H99O SINPON A

MW GZ/ZL OMY "XeW

—10

(joa3xey Aq papinoad jou)
a1IM\ punoun

J
J
> L€01-L0-6E X0
m
2
2 ‘sonsls)oRIBYD
A ‘peposu uB) yum
o S| Jowliojsuel) Kien Kew sjoneT
m JaAup e sdwe) “UBJ U)IM S|OAS] 158)
2

A2l Josiybi g3t | | Isnw Jaunioenuew
109UU02 O] 310N aoueydde ay

HEeM 00l 010 Hepm 00l 01 )
% 001 01 % 0 % 001 01 % 09
a|qeueA Ajsyunul Wwioly S|ons| ¢

JOILON

Figure 31

26/29
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INSTALLATION AND OPERATING INSTRUCTIONS
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FOR OEM USE ONLY

INSTALLATION AND OPERATING INSTRUCTIONS

RECEIVER FOR POWER FLUE CONTROL, FAN, LIGHT/DIMMER, 2"° BURNER FUNCTION (VOLT-FREE CONTACT)
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FOR OEM USE ONLY

INSTALLATION AND OPERATING INSTRUCTIONS

MYFIRE WI-FI BOX SETUP
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