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INSTALLATION AND OPERATING INSTRUCTIONS FOR OEM USE ONLY

NOTE: When the RF receiver is placed in the appliance, the
surrounding metal can reduce reception considerably.

= Only the Maxitrol AC mains adapter (see figure 5, page 3)
or one preapproved by Maxitrol can be used. Use of other
adapters can render the system inoperable.

= The antenna (see page 18) must not cross or come into con-
tact with the ignition wire or any other cable. This will render
the receiver inoperable.

Batteries

NOTICE

= Wiring of control and receiver must be completed before start-

ing ignition. Failure to do so could damage the electronics. 3:,

= To keep the receiver free from debiris, dirt, and humidity, do not a3

remove the receiver from the plastic bag until all construction O

is complete. Figure 13: Receiver Reset Button E
IR Versions

_ Place the infrared eye in a suitable position. The infrared signal
transmission requires a line of sight.

To avoid damaging the electronics, do NOT use metal tools to
remove the batteries from the handset/receiver.

_ The handsets and receivers are not interchangeable with previ-
ous G6R and Symax electronics.

= Without using a mains adapter, battery replacement is recom-
mended at the beginning of each heating season.
= Old or dead batteries should be removed immediately. If left

in the unit the batteries can overheat, leak, and/or explode. Lllel L
= Do NOT expose batteries (including during storage) to direct
sunlight, excessive heat, fire, moisture, or severe impact. Each POWER SUPPLY
of these conditions can cause the batteries to overheat, leak, CSA: Inlet: 115VAC/60Hz; 210VA
and/or explode. Outlet: 115VAC/60Hz; 100 VA each
= Batteries must be kept within their recommended temperature Built-in fuse:  2.5A
CE, AGA: Inlet: 230VAC/50Hz; 210 VA

limits (ambient battery temperature range: 32°F to 131°F/
0°C to 55°C). Outlet: 230VAC/50Hz; 100 VA each

= New and old batteries and different brands of batteries should Built-in fuse:  2.5A

not be used together. Mixing of various batteries can cause

the batteries to overheat, leak, and/or explode. AMBIENT TEMPERATURE RANGE

CSA: 176°F
CE, AGA: 80°C

= Low battery indication: frequent beeps for 3 seconds when mo-
tor turns. Follow wiring diagram (see figure 24, page 19). Connect the Fan
= The V module for fan speed control and light/dimmer provides and Light first and then connect the power supply. An LED indi-
the receiver with power. The batteries in the receiver can be cates the power is ON. Use Molex connectors or connect wires
used for automatic backup in case of power outage. to screw terminals.

Radio Frequency Receiver and Handset

A code is selected automatically for all Maxitrol electronics from The antenna (see page 18) must not cross or come into contact
among 65,000 codes available. The receiver must be paired with with the ignition wire or any other cable. This will render the
a handset. receiver inoperable.

SYNCHRONIZATION RECEIVER/HANDSET
(First time use only) KNOB SETTINGS

Gas control knobs function as follows (see figure 14):
1. Press and hold the receiver’s reset button (see figure 13)

until you hear two (2) beeps. The first beep is short and the KNOB POSITION | FUNCTION
second beep is long. After the second beep, release the reset
button. Main Valve Knob OFF Prevents main gas flow through valve.

2. Within the subsequent 20 seconds press the & (small flame)
button on the handset until you hear two additional short beeps
confirming the code is set. If you hear one long beep, this in-
dicates the code learning sequence has failed or the wiring is
incorrect. MANUAL Knob MAN Allows the pilot to be manually ignited

and prevents main gas flow.

Permits main gas flow through valve
Main Valve Knob ON if the pilot is lit and thermocouple is
generating sufficient power.

NOTE: This is a one time setting only, and is not required after —
changing the batteries of the handset or receiver. MANUAL Knob ON Allows for automatic ignition.
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ADJUSTMENT

= It is the appliance manufacturer’s responsibility to determine
GV60’s suitability for a specific application.

= Do not attempt to remove screws from the top of control. Do
not change any adjustments marked with tamper indicating
paint. Motor knob is not to be removed.

Pilot Gas Adjustment
Screw (turn with screw-
driver)

Pressure Regulator
(remove plug first)

Main Valve Knob MANUAL Knob

Connection
Piezo Igniter;
Tab 2.8 x 0.8 mm
Side Inlet
(main gas)
Side Outlet
(main gas) Bottom .
Magnet Unit
Inlet Pressure Tap Bottom Inlet
Outlet Pressure Tap Outlet (maingas)  Minimum Rate Orifice
(main gas)

Figure 14: GV60, Connections and Adjustment Options

Pilot Flame Adjustment
(Vented Units Only)

The pilot flow adjustment is preset to maximum at the factory.
The pilot flame should envelope 3" to 2" of the thermocouple
(see figure 15).

1. The adjustment screw can be reached through a hole in the
MANUAL knob (see figure 14).

2. Turn the MANUAL knob to the ON position.

3. It is now possible to pierce through a film on the cover with a
screwdriver to reach the adjustment screw beneath.

4. Turn the adjustment screw clockwise O to decrease or coun-
terclockwise O to increase pilot flame.

%" to ¥2" (10 to 13 mm)

Thermocouple

Vented Gas Appliances

Figure 15: Proper Flame Impingement on Thermocouple

Outlet Pressure Adjustment
(Vented Units Only)

Standard Regulator or Throttle

(Throttle CE Only)

1. Connect a pressure manometer to the control outlet pressure
tap. Pressure tap is opened by turning the screw counterclock-
wise O.

Pressure regulator or throttle are located under the cover and
can be reached by removing the plug (see figures 14 and 16).
. Turn MANUAL knob and main valve knob to the ON position.
3. Turn pressure regulator adjustment screw to set required
burner pressure (high fire). Pressure is increased by turning
clockwise U (pressure regulator models), or decreased by
turning counterclockwise O.

N

NOTE: Throttle model’s pressure is increased by turning coun-
terclockwise O; or decreased by turning clockwise O.

. After adjustment, replace the plug.
. If no other adjustments are required, close pressure tap(s) by
turning the screw(s) full clockwise O.
Check all connections/pressure tap(s) for leaks.
6. If the desired outlet pressure or flow cannot be achieved by
adjusting the control, check the control inlet pressure using a
manometer at the control inlet pressure tap. If the inlet pres-
sure is in the normal range, replace the control; otherwise,
take necessary steps to assure proper gas pressure to the
control.

[0

Pressure Regulator or Throttle

Figure 16: Combination Gas Control GV60, Cover

CONVERTIBLE PRESSURE REGULATOR

(CSA Only; Optional)

Convertible regulators are designed to deliver either of two fixed
outlet pressures for Natural Gas (NG) or LP Gas. Follow these
steps if you want to change from one type of gas to another:

1. Turn the conversion plug (see figure 17, page 9) counterclock-
wise O to remove.

NOTE: Unscrew only the Conversion Plug with a slotted screw
driver. Do not adjust the smaller screw under the red
tamper proof paint (see figure 17).

. Unsnap and remove the blue plastic part.

. Rotate the blue plastic part 180°.

. Slide plastic part back on the conversion plug until it snaps.
. Turn the conversion plug clockwise U until it bottoms out.

a b wWN

Minimum Gas Flow Adjustment
(Vented Units Only)

1. Set the control into low fire setting by turning the motor knob to
OFF position and back until the valve opens.

2. The minimum rate can be set either by screwing in a calibrated
minimum rate screw (fixed orifice) or an adjustable minimum
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INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

rate screw. Controls with adjustable screws without a custom-
er specific setting are factory set at maximum flow.

. Turn the screw clockwise U to decrease the minimum flow.

. Care should be taken to screw the fixed orifice until it stops.

. Close pressure tap(s) by turning the screw(s) full clockwise O.
Check all connections/pressure tap(s) for leaks.

abhw

1
1
1

Conversion Plug

Natural Gas:
NG Position

180°

AOOOOO0

Liquefied Petroleum Gas:
LP Position

3 i
b

Figure 17: Conversion from one gas to another

Changing the Fuel Type
(Vented Units Only; see “Convertible Pressure Regulator”)

GV60 can be converted to meet the manufacturer’s requirements
for a specific gas type. Adjustment of pressure regulator, mini-
mum rate and pilot gas are according to the above-mentioned
instructions. To convert for LPG CE it is necessary to block the
pressure regulator by turning the regulator adjustment screw
fully to the bottom limit (or the throttle adjustment screw fully to
the upper limit).

FINAL CHECK

Observe several complete ON/OFF cycles to ensure proper
operation. During these cycles the electronics will determine the
optimum ignition sequence timing.

1. STOP! Read the safety information included before proceeding.

2. Turn main valve knob to the OFF, full clockwise U position.

3. Place ON/OFF switch (if equipped) to the O (OFF) position.

4. Wait a minimum of five (5) minutes to clear out any gas. Verify
that no gas is in the area around the appliance, including near
the floor. If you detect gas STOP! Follow “WHAT TO DO IF
YOU SMELL GAS” in the safety information (see page 2).
If no gas is present, proceed according to the Maxitrol Operat-
ing Instructions.

Fire or Explosion Hazard. Attempted disassembly or repair
can cause property damage, severe injury or death. Do not
disassemble the control; it contains no serviceable components.
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MANUAL OPERATION
(Only possible, when MANUAL knob is used)

Access to the pilot burner is only required for ignition with a match.
When turning main valve knob, do not force. Knob has a slip
clutch that clicks until the end stops are reached. This allows for
manual flame height adjustment as well as adjustment to Pilot-
Standby position.

. STOP! Read the safety information included before proceeding.

. Turn main valve knob to the OFF, full clockwise U position.

. Turn MANUAL knob to the MAN, full clockwise U position.

. Place ON/OFF switch (if equipped) in O (OFF) position.

. Wait five (5) minutes to clear out any gas. Verify that no gas
is in the area around the appliance, including near the floor.
If you detect gas STOP! Follow “WHAT TO DO IF YOU
SMELL GAS” in the safety information on page 2. If no gas
is present, proceed to step 6.

. Place ON/OFF switch (if equipped) in I (ON) position.

7. With the MANUAL knob in MAN position a manual pilot valve

operator and piezo ignitor (optional) are accessible.

8. Fully push down manual pilot valve operator and hold in, to

start pilot gas flow (see figure 18, page 10).

abhwN =

(o2}

Ignition with match:

Immediately light the pilot with a match, while continuing to
hold in the manual pilot valve operator for about one (1) minute
after the pilot is lit. Release manual pilot valve operator. If pilot
does not stay lit, wait five (5) minutes and repeat.

Ignition with piezo ignitor:
Change the ignition cable from the receiver to the control.
Push in the piezo ignitor to ignite. If pilot does not stay lit, wait
five (5) minutes and repeat.

If the pilot does not stay lit after several tries, turn the gas
control knob (main valve knob) to OFF and proceed to step 12.

9. If applicable, replace pilot access panel before proceeding.

10. Turn MANUAL knob to the ON, full counterclockwise O position.

11. Turn main valve knob to the full ON, full counterclockwise O
position.

12. If the appliance will not operate, follow the instructions “TO
TURN OFF GAS TO APPLIANCE” (see page 10).

Piezo Ignitor Connection
(optional) Piezo Ignitor Tab
2.8x0.8mm
ON/OFF Switch
(optional) in MANUAL Knob
ON Position in MAN Position
8 Wire Manual Pilot
Receiver Jack Valve Operator
Microswitch
Main Valve Knob
in OFF Position

Figure 18: Combination Gas Control: Cover
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TO TURN OFF GAS TO APPLIANCE

1. Place ON/OFF switch (if equipped) in O (OFF) position.
2. If gas control is accessible turn main valve knob to the OFF full
clockwise U position.

AUTOMATIC TURN DOWN TO PILOT (MOTOR ENDSTOP)

8 Hour No Motor Movement

(CSA Version)

The valve will turn to pilot flame if there is no motor movement for
an 8 hour period. To deactivate or activate the 8 hour no motor
movement turn down, the handset must be synchronized with
the receiver and the receiver must be powered ON.

NOTE: 8-Hour No Motor Movement turn down is the default set-
ting. Deactivation is only possible using the G6R display/
thermostat handset.

Deactivate 8 Hour No Motor Movement

. Press and hold the & (small flame) button.

. Install the battery in the handset while continuing
to press and hold the & (small flame) button.

. Continue to press and hold the & (small
flame) button for 8 seconds.

. During the 8 seconds, “8h” is displayed and
the last set status (ON/OFF) will flash.

. When deactivation is completed, “8h” and
“OFF” will appear on the display for 4 seconds.

6. The receiver confirms deactivation with 3 short

beeps.

NOTE: Deactivation remains in effect after changing the batter-
ies in the receiver and handset.

Activate 8 Hour No Motor Movement

. Press and hold the §) (large flame) button.

. Install the battery in the handset while continu-
ing to press and hold the A (large flame) but-
ton.

. Continue to press and hold the (D (large
flame) button for 8 seconds.

. During the 8 seconds, “8h” is displayed and
the last set status (ON/OFF) will flash.

. When activation is completed, “8h” and “On”
will appear on the display for 4 seconds.

6. The receiver confirms activation with 2 short

beeps.

NOTE: Activation remains in effect after changing the batteries in
the receiver and handset.

Receiver Overheating

(G6R-R3(4)AU(T) only)

The control turns the motor to pilot flame position if the receiver
temperature is higher than 176 °F/80 °C. If batteries are installed
in the receiver the temperature must not exceed 131°F/55°C.

NOTE: In Manual Mode the main burner can be turned back ON
after the receiver temperature is below 131 °F /55 °C (with
batteries in receiver) or 176 °F/80 °C (without batteries in
receiver). In Thermostatic Mode, the main burner turns
back ON automatically.

1 Hour Turn Down

(optional; requires specific handset)

The control will turn to pilot flame if there is no motor movement
over a 1 hour period.

A WARNING

FAILURE of BATTERY or MAINS POWER to the RECEIVER
If the receiver’s power supply is interrupted the Maxitrol combi-
nation gas control will not turn OFF the gas supply to the heat-
ing appliance. It will remain in the same gas flow position set
prior to the power failure regardless of the room temperature.
Once the receiver power is restored, the receiver will return to
a normal operating mode. The pilot safety system will continue
to function normally during down power occurrences.

It is the OEM’s responsibility to follow all gas appliance safety
standards and protect the Maxitrol products and components
from exceeding maximum/minimum temperature limits (refer
to appropriate product literature). The OEM is responsible for
the safety of the heating appliance operation.

AUTOMATIC SHUT-OFF

Receiver Low Battery
Receiver low battery power will cause the fire to completely shut
OFF (pilot and main burner).

Low receiver battery power is indicated by short beeps with
each motor movement (0.1 seconds beep; 0.05 seconds pause).

On-Demand Pilot

= CSA: 7 Day Shut-Off
CE, AGA: 5 Day Shut-Off

= This green feature eliminates gas energy consumption during
extended appliance inactivity. The system automatically shuts
off the fire completely (pilot and main burner) when the appli-
ance is inactive (no motor movement) for an extended period
of time. This feature helps the consumer realize cost benefits
by automatically eliminating energy consumption during non-
heating months and limited use.

2" Thermocouple Shut-off

(optional)

= The system shuts off the fire completely (pilot and main burn-
er) if the main burner does not completely ignite approximately
22 seconds after ignition or after pushing the N (large flame)
button.

NOTE: There is a 2-minute waiting period before the next igni-
tion. If the thermocouple is still too hot, you will hear a
long beep. You will hear a short beep when reignition
is possible (2nd thermocouple receivers only).

RECEIVER SHUT-OFF/TURN DOWN

EU-Versions (CE)

G6R-R4AM (Standard)
= Turn down to pilot is not supported.
= 5-day Shut-Off (if no motor movement for 5 days).

G6R-R4AU (Universal)

= Turn down to pilot at 80°C

= Turn down to pilot at 60 °C when batteries installed in the receiver.
= 5-day Shut-Off (if no motor movement for 5 days).
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U.S. Versions (CSA)

G6R-R3AM (Standard)
= Turn down to pilot is not supported.
= 7-day Shut-Off (If no motor movement for 7 days).

G6R-R3AU (Universal)

= Turn down to pilot at 176 °F.

= Turn down to pilot at 140 °F when batteries installed in the re-
ceiver.

= 7-day Shut-Off (if no motor movement for 7 days).

= 8 hour no motor movement turn down to pilot (if no motor move-
ment for 8 hours).

11/22
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TOUCHPAD/WALL SWITCH

SWITCH PANEL

Increase Flame Height

| ON/OFF

-

Decrease Flame Height

A) Increase Flame Height

B) ON/OFF

C) Decrease Flame Height

Figure 19: Touchpad/Wall Switch

TECHNICAL DATA

AMBIENT TEMPERATURE RANGE
CSA: 176°F
CE,AGA: 80°C

NOTICE

The wall switch must be protected from rain and moisture.

OPERATION

To Turn ON Appliance

= Press button ON-OFF button (see figure 19) until a short beep
confirms the start sequence has begun; release button.

= Continuing beeps confirm the ignition is in process.

= Once pilot ignition is confirmed, there is main gas flow.

A WARNING

Figure 20: Switch Panel

TECHNICAL DATA

AMBIENT TEMPERATURE RANGE

CSA: 221°F
CE, AGA: 105°C
OPERATION

To Turn ON Appliance

= Press button “B” button (see figure 20) until a short beep con-
firms the start sequence has begun; release button.

= Continuing beeps confirm the ignition is in process.

= Once pilot ignition is confirmed, there is main gas flow.

A WARNING

If the pilot does not stay lit after several tries, turn the main
valve knob to OFF and follow the instructions “TO TURN OFF
GAS TO APPLIANCE” (see page 10).

If the pilot does not stay lit after several tries, turn the main
valve knob to OFF and follow the instructions “TO TURN OFF
GAS TO APPLIANCE” (see page 10).

Flame Height Adjustment

= Press and hold () (large flame) button to increase flame height.

= Press and hold § (small flame) button to decrease flame height
or to set appliance to pilot flame.

Standby Mode (Pilot Flame)
= Press and hold § (small flame) button to set appliance to pilot
flame.

To Turn OFF Appliance
= Press ON-OFF button.

A WARNING

If the appliance will not operate, follow the instructions “TO
TURN OFF GAS TO APPLIANCE” (see page 10).

To open and close Solenoid Valve/Burner

» Simultaneously press the ON-OFF and § (small flame) but-
tons to switch the decorative burner OFF.

= Simultaneously press ON-OFF and 0 (large flame) buttons to
switch decorative burner ON.

NOTE: The latching solenoid valve cannot operate manually.
If the receiver battery runs down it will remain in the
last operating position.

Flame Height Adjustment

= Press and hold “A” button to increase flame height.

= Press and hold “C” button to decrease flame height or to set
appliance to pilot flame.

Standby Mode (Pilot Flame)
= Press and hold “C” button to set appliance to pilot flame.

To Turn OFF Appliance
= Press “B” button.

A WARNING

If the appliance will not operate, follow the instructions “TO
TURN OFF GAS TO APPLIANCE” (see page 10).

To open and close Solenoid Valve/Burner

= Simultaneously press the “B” and “C” buttons to switch the
decorative burner OFF.

= Simultaneously press “B” and “A” buttons to switch decorative
burner ON.

NOTE: The latching solenoid valve cannot operate manually.
If the receiver battery runs down it will remain in the
last operating position.

12/22

© 2025 Maxitrol GmbH & Co. KG, All Rights Reserved.



© 2025 Maxitrol GmbH & Co. KG, All Rights Reserved.

INSTALLATION AND OPERATING INSTRUCTIONS

FOR OEM USE ONLY

HANDSET

Temperature . __

°C/24 Hour or °F/12 Hour Clock Setting

ON/OFF Temperatures Setting ~.

|

Program Timer Setting =

Fan Operation

- | MOOE=
Ll.l C i

o BEEEm
‘?-@Au

_-_-..MANTEMPTIMER

,«:" .- Signal Indicator
__.-- Battery Status
i - ___.-- Time Setting
-~ Light/Dimmer Operation

v

Solenoid Valve/Burner
open and close

Modes Of Operation

"=~ Fan Level Icon

Figure 21: Handset display

TECHNICAL DATA

AMBIENT TEMPERATURE RANGE
CSA: 32°F to 131°F
CE, AGA: 0°Cto55°C

RADIO FREQUENCY
CSA: 315 MHz for U.S. (FCC), Canada (ISED)
CE: 433.92 MHz for Europe
AGA: 315 MHz for New Zealand (RNZ) and Australia (ACMA)
(see GENERAL RADIO FREQUENCY INFORMATION, page 4.)

POWER SUPPLY
=1 x9V battery (quality alkaline recommended)
=Low battery indicator on handsets with display.
»Handsets without display: the red LED gets darker.

A WARNING

To avoid damaging the electronics, do NOT use metal tools to
remove the batteries from the handset/receiver.

= Without using a mains adapter, battery replacement is recom-
mended at the beginning of each heating season.

= Old or dead batteries should be removed immediately. If left
in the unit the batteries can overheat, leak, and/or explode.

= Do NOT expose batteries (including during storage) to direct
sunlight, excessive heat, fire, moisture, or severe impact. Each
of these conditions can cause the batteries to overheat, leak,
and/or explode.

= Batteries must be kept within their recommended temperature
limits (ambient battery temperature range: 32°F to 131°F/
0°C to 55°C).

= New and old batteries and different brands of batteries should
not be used together. Mixing of various batteries can cause

the batteries to overheat, leak, and/or explode.
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= Wiring of control and receiver must be completed before start-
ing ignition. Failure to do so could damage the electronics.

= Replacement handsets for CSA models also must have the
same part number (see label).

= The handsets, receivers, wall switches, switch panels and
touchpads are not interchangeable with previous G6R and
Symax electronics.

Synchronization Receiver/Handset

See page 7 for more information about synchronization between
receiver and handset.
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HANDSET OPERATION

SETTING FAHRENHEIT OR CELSIUS

= To change between °C and °F, press OFF and
(small flame) buttons simultaneously.

NOTE: Choosing °F results in a 12 hour clock.
Choosing °C results in a 24 hour clock.

= The Time display will flash after either:
a) Installing the battery or
b) simultaneously pressing the { (large flame)
and 0 (small flame) buttons.
= Press () (large flame) button to set the hour.
= Press & (small flame) button to set the minute.
= Press OFF or simply wait to return to Manual
Mode.

MANUAL MODE (HANDSET)

BEFORE OPERATING

1. Make sure MANUAL knob on the GV60 control is in the ON,
full counterclockwise O position.

2. Place the ON/OFF switch (if equipped) in the | (ON) position.

To Turn On Fire

A WARNING

When pilot ignition is confirmed, motor turns automatically to
maximum flame height.

Standby Mode (Pilot Flame)

Handset
= Press and hold b (small flame) to set appliance
to pilot flame.

To Turn Off Fire

Handset
= Press OFF button.

= In Standby Mode: Press and hold N (large
flame) button to increase flame height.

= Press and hold & (small flame) button to de-
crease flame height or to set appliance to pilot
flame.

= For fine adjustment tap the N (large flame) or &

= Simultaneously press the OFF and (b (large
flame) buttons until a short beep confirms the
start sequence has begun; release buttons.

= Continuing beeps confirm the ignition is in pro-
cess.

= Once pilot ignition is confirmed, there is main
gas flow.

= After main burner ignition the handset will auto-
matically go into Manual Mode.

A WARNING

If the pilot does not stay lit after several tries, turn the main
valve knob to OFF and follow the instructions “TO TURN OFF

GAS TO APPLIANCE” (see page 10).

(small flame) buttons.
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DESIGNATED LOW FIRE AND HIGH FIRE

= Double-click d (small flame) button. “LO” will be
displayed.

NOTE: Flame goes to high fire first before going
to designated low fire.

» Double-click {) (large flame) button. Flame au-
tomatically goes to high fire. “HI” will be dis-
played.

If the appliance will not operate, follow the instructions “TO
TURN OFF GAS TO APPLIANCE?” (see page 10).

MODES OF OPERATION

= Briefly pressing the SET button changes the
mode of operation in the following order:

MAN — % TEMP — @ — &§» = — D TEMP - TIMER
— back to the beginning

NOTE: Manual Mode can also be reached by
pressing either the N (large flame) or
the & (small flame) button.

= MAN — Manual Mode
Manual flame height adjustment.

« ¥ TEMP - Daytime Temperature Mode
(Appliance must be in Standby Mode; pilot ig-
nited)

The room temperature is measured and com-
pared to the set temperature. The flame height
is then automatically adjusted to achieve the
Daytime Set Temperature.

- ! — Light/Dimmer Setting Mode
Turns light/dimmer ON and OFF and adjusts
brightness.

. @ % — Circulating Fan Setting Mode
Turns circulating fan ON and OFF and adjusts
fan speed.

. ) TEMP — Nighttime Setback Temperature
Mode
(Appliance must be in Standby Mode; pilot ig-
nited)

The room temperature is measured and com-
pared to the Nighttime Setback Temperature.
The flame height is then automatically adjusted
to achieve the Nighttime Setback Temperature.

= P1/P2 TIMER - Timer Mode
(Appliance must be in Standby Mode; pilot ig-
nited)

The Timers P1 and P2 (Program 1, Program 2)
each can be programmed to go ON and OFF at
specific times. For instructions see Timer Pro-
gramming Mode.

NOTE: The display shows the set temperature every 30 sec-
onds.

SETTING THE ON/OFF TEMPERATURES

Setting the DAYTIME Temperature
DEFAULT SETTINGS: % TEMP, 73°F/23°C
= Briefly press SET button to scroll to -*- TEMP.

Hold the SET button until “TEMP” and the Tem-
perature flashes.

» Press () (large flame) button to increase *
Daytime Set Temperature.

= Press 0 (small flame) button to decrease *
Daytime Set Temperature.

= Press OFF or simply wait to complete program-
ming.
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Setting the NIGHTTIME SETBACK Temperature
DEFAULT SETTINGS: ) TEMP, “~=" (OFF)
= Briefly press SET button to scroll to ) TEMP

mode. Hold the SET button until “TEMP” and the
Temperature flashes.

«Press {) (large flame) button to increase )
Nighttime Setback Temperature.

*Press & (small flame) button to decrease )
Nighttime Setback Temperature.

= Press OFF or simply wait to complete program-
ming.

SETTING PROGRAM TIMERS

Default Settings

CSA: Program 1: P1 *: 6:002m P1 ): 8:00am
Program 2: P2 ¥:11:50°" P2 ): 11:50°™

CE: Program 1: P1 *: 6:00 P1):8:00
Program 2: P2 *: 23:50 P2 ): 23:50

= 2 ON times can be programmed w per day.

= CE: The day starts at 0:00, ends at 23:50.

= CSA: The day starts at 12:002™, ends at 11:50°™.

= The ON/OFF times have to be programmed in the order P1 -*—
<P1)<P2X¥<P2).

- If P13 = P1)) or P2 ¥ = P2 the timer is deactivated.

= To have the fire over night, it can be set:
CE: P2 23:50 and P13 0:00
CSA: P2 ) 11:50°™ and P1%¥ 12:00°™

= Select Timer Mode by briefly pressing the SET
button.

Setting P1 ON Time

* Hold the SET button until P1 and ¥ are dis-
played and the time flashes.

= Set the hour by pressing the A (large flame)
button.

= Set the minutes by pressing the d (small flame)
button.

Setting P1 OFF Time

= Briefly press SET button to scroll to setting P1
OFF time. P1 and ) are displayed and the time
flashes.

= Set the hour by pressing the () (large flame)
button.

= Set the minutes by pressing the § (small flame)
button.
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FOR OEM USE ONLY

Setting P2 ON Time

= Briefly press SET button to scroll to setting P2 ON time. P2 and
¥ is displayed and the time flashes.

= See instructions “Setting P1 ON Time”.

Setting P2 OFF Time

= Briefly press SET button to scroll to setting P2 OFF time. P2
and is displayed and the time flashes.

= See instructions “Setting P1 OFF Time”.

= This concludes programming Timers P1 and P2. Press OFF or
wait. The handset will automatically save your changes.

2ND BURNER FUNCTION

The latching solenoid valve will open automatically after ignition
or after switching the system OFF, so that the maximum flow of
gas is supplied to both burners assisting with the ignition process.
After pressing the button for the 2 burner the motor will turn 15
seconds in the ON direction until the max. position is reached.

A latching solenoid with reverse polarity and reverse operation
is available as an option. Contact Maxitrol for more information.

To Turn Off 2nd burner

= Upon ignition main burner and decorative burner
are ON.

= Simultaneously press SET and & (small flame)
buttons to switch the burner OFF. Printed instruc-
tions are on the battery cover (see figure 22).

To Turn On 2nd burner

= Simultaneously press SET and (b (large flame)
buttons to switch burner ON. (The AUX symbol
on the display indicates the solenoid valve is
OPEN.)

NOTE: The operation of the AUX is blocked in timer OFF mode,
when the setting of the ) Nighttime Setback Temperature
is “= ="

NOTE: The latching solenoid valve cannot operate manually. If
the receiver battery runs down it will remain in the last
operating position.

Figure 22: Instructions for Latching Solenoid Valve (on battery cover)

17122

CIRCULATING FAN OPERATION

The circulating fan has 4 speed levels from low (1 bar) to high
(4 bars).

= Briefly press SET button to scroll to @ % (fan)
mode. Fan and Level icons flash.

- Press {) (large flame) button to switch ON the
fan and increase fan speed.

= Press & (small flame) button to decrease fan
speed.

= To turn OFF fan, press 0 (small flame) button
until all 4 speed level bars disappear.

NOTE: 8 seconds after the fan has been set, the handset will
automatically go into Thermostatic Mode (CSA version)
or Manual Mode (CE version). The fan starts 4 minutes
after the gas opens (from OFF or from PILOT) at maxi-
mum speed and goes to the displayed level after 10 sec-
onds. The fan stops 10 minutes after the gas is OFF or
at PILOT.

LIGHT/DIMMER OPERATION

= Briefly press SET button to scroll to e (light
bulb) mode. Light bulb icon flashes.

= Press and hold Q (large flame) button to turn
ON the light or increase brightness.

* Press and hold 0 (small flame) button to de-
crease brightness.

= In the Light/Dimmer Mode, the OFF button shuts
OFF the light.

= If you want the light ON but no flame, press and
hold the & (small flame) button and turn to pilot
flame.

NOTE: The light bulb icon is displayed during light/dimmer set-
ting only. 8 seconds after the light/dimmer has been set,
the handset will automatically go into Thermostatic Mode
(CSA version) or Manual Mode (CE version).
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WIRING DIAGRAMS
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INSTALLATION AND OPERATING INSTRUCTIONS

FAN, LIGHT/DIMMER, 2"* BURNER FUNCTION

HSITON3

‘uonjewLIoul
210W 10} [01}IXE\ JOBJUOD

‘uondo ue se a|qejieAe
s| uopelado asianal
pue Ajejod asianal

usm prousjos Buiyole|

""09S-\D
aAleA plousjog Buiyole

‘pabewep aq Aew } }oadsns noA §i 8jnpow 8y} asn jou oQ =
"UBIDIUYD9) B0IAI8S padualiadxe ‘paulel; e Aq pawlopad aq jsnw Uole|[elsul pue 82IAI9S "SUol}
-e|nBaJ [B20] puE S8POO [|B yim aoueldwod uj pajelado pue palim A|jeo1joale g Isnw [0JjU0D SIY] =
"8}l Jo ss0j Jo ‘Aunlul
Jeuosiad ‘ebewep Apadoid ul Jnsal PiNOd WaY) MO||0} 0} injie *A|jnjaJed SUoioNJISUl 9S8y} peay =
QYVZVH MOOHS 21412313

"3|NPOW 8y} 8IN08S 0} SMBIOS p|\ AJUO

19A1909Y-3|Np

89S '$8|0Y M8I0S Pa||lip-84d OM] BU} BIA 8|NPOW 8y} 81noas 0} (papiroid Jou) smalos i uaybiy pueH

“'AGD-d99
O A 81qed

| .- L¥0P-10-6€ XS0\

1amod sulepy

JOILON

" LEOY-L0-6€ X9I0

NS

""09AN9 |ouod
seo) uoneuIquo)

‘papasu

S| JowIojsuel}

J4aALp e sdwe|

8 Azl Jo sybl a3
. J08UU02 O] :J10N

NN SISINJR

. ne 0}
(papinoid Jou) SmaIos i AUWSZ/ZL OMY XEN ook oo
£_>>. 8sn 10} $8|0Y MBIOS %001 01 %0

a|qeie Ajyuiu|

‘soljsLIe)oRIBYD
uej ypm
Aren Aew sjona
‘UB} UM S[9A3)| 1S9}
}sSnw Jainjoejnuew
aoue|dde ay |

HEMO00L O} )

% 001} 01 % 09
wioly s|ons| ¢

—a10

(joaxey Aq papinoud jou)
3lIM\ punoun

o -———

—-_———=~

Figure 24

"panIasay SIUBIY IV ‘DM "0D B HJWO [01IXEIN SZ0Z ©

19/22



FOR OEM USE ONLY
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INFRARED (IR)/POWER FLUE CONTROL
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RELAY OPERATION (VOLT FREE CONTACT) (RF, IR)
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